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Order number: IT-CVM211GEA-B-NL
Hersteller: InstruTech
Gewicht:0.3 kg

CVM211 "Stinger" Convection-Enhanced Pirani Gauge

€516.00 *
Prices plus VAT plus shipping costs
Delivery time 21 Workdays

Product information "CVM211 "Stinger"
Convection-Enhanced Pirani Gauge"
CVM211 "Stinger" Convection-Enhanced Pirani Gauge
Active gauge with convection enhancement
Fitting DN16CF
Measurement range 1.3E-4...1333 mBar
Display LED (red), 3-digit mBar/Bar
Analog output: non-linear 0.375...5.659 V
Process control relay: 1 relay (SPDT), 30 VDC / 1 A
Compatible with GP Mini-Convectron® basic modules
 
Variant: Stinger: aktive gauge with LED display
Mounting flange: ISO16CF - 1.33" CFF

Related links to"CVM211 "Stinger"
Convection-Enhanced Pirani Gauge"
• - Do you have any questions concerning this product?
• - Further products by InstruTech
Available downloads:
• Download CVM211_Data_Sheet_mbar.pdf

https://shop.beamtec.de/shop/en/shipping-and-payment-terms
https://shop.beamtec.de/shop/en/inquiry-form?sInquiry=detail&sOrdernumber=IT-CVM211GEA-B-NL
https://shop.beamtec.de/shop/en/instrutech/
https://shop.beamtec.de/media/pdf/dd/2c/81/CVM211_Data_Sheet_mbarJVvPTMWuJnu1V.pdf

